ProLED® Omnidirectional JC lamps offer the perfect combination of uniform distribution and durability

Omnidirectional for Smooth, Even Light Distribution

IP65 Rated for Outdoor Use

Backed By a 1-Year Warranty

Applications:
Landscape Path Lights

Markets:
Residential
Commercial

Contact Your Customer Care Specialist
For Pricing, Orders And Technical Support.
800.677.3334     www.halcolighting.com
ProLED.
Omnidirectional IP65 JC Lamps

Specifications
- Shell allows for smooth even illumination while adding a durable level of protection to the LEDs
- 15,000 hour life results in lower maintenance costs over time
- IP65 Rated for use where exposed directly to water from rain or irrigation
- 10-15V input range
- Universal operating position, fits most landscape fixtures
- RoHS Compliant

Ordering Information

<table>
<thead>
<tr>
<th>Watt</th>
<th>Base</th>
<th>Product #</th>
<th>Product Code</th>
<th>Description</th>
<th>Volts</th>
<th>Color Temp.</th>
<th>CRI</th>
<th>Lumens</th>
<th>Useful Life*</th>
<th>Pkg. Qty.</th>
<th>Diameter</th>
<th>MOL</th>
<th>Equivalent Wattage</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.37&quot; (9.4mm)</td>
<td>81998</td>
<td>G4</td>
<td>JC1/830/OMNI/IP65/LED</td>
<td>IP65 Rated</td>
<td>10-15</td>
<td>3000K</td>
<td>82</td>
<td>110</td>
<td>15,000</td>
<td>1/10</td>
<td>0.37&quot;</td>
<td>1.18&quot;</td>
<td>10</td>
</tr>
<tr>
<td>0.39&quot; (9.9mm)</td>
<td>81999</td>
<td>G4</td>
<td>JC2/830/OMNI/IP65/LED</td>
<td>IP65 Rated</td>
<td>10-15</td>
<td>3000K</td>
<td>82</td>
<td>200</td>
<td>15,000</td>
<td>1/10</td>
<td>0.39&quot;</td>
<td>1.46&quot;</td>
<td>20</td>
</tr>
<tr>
<td>0.52&quot; (13.2mm)</td>
<td>81996</td>
<td>G4</td>
<td>JC3/830/OMNI/IP65/LED</td>
<td>IP65 Rated</td>
<td>10-15</td>
<td>3000K</td>
<td>80</td>
<td>300</td>
<td>15,000</td>
<td>1/10</td>
<td>0.52&quot;</td>
<td>1.61&quot;</td>
<td>20</td>
</tr>
</tbody>
</table>

*NEW ITEM

* Useful Life is defined as the point in time at which the lamp will maintain at least 70% of its initial lumens. The lamp will continue to burn past this point, but at decreased light levels.

Warranty – Commercial / Industrial: This product is warranted for 2 years from the date of purchase. Not for use on dimmers, timing devices, photo sensors or occupancy sensors.

Suitable for use in sealed metal landscape fixtures.

This lamp can be used in Sollos® Landscape Lighting products
solloslighting.com

Savings Comparison

<table>
<thead>
<tr>
<th>Total Lifetime Costs</th>
</tr>
</thead>
<tbody>
<tr>
<td>Maintenance Costs*</td>
</tr>
<tr>
<td>Energy Costs*</td>
</tr>
</tbody>
</table>

* Maintenance costs based on 15 minutes at $40 per hr

* Energy costs based on $0.11 kWh

This lamp can be used in Sollos® Landscape Lighting products
solloslighting.com